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Series 420 Torsion Meter System
The Datum Series 420 Naval Torsion Meter System is a precision-engineered solution trusted by the UK 

Navy to monitor and optimise propulsion system performance. Designed to measure shaft torque and 

power output with exceptional accuracy, this advanced torsion meter enhances operational efficiency 

and ensures the reliable performance of naval vessels. Built to withstand the demanding conditions of 

maritime environments, the Datum Naval Torsion Meter offers real-time data analysis, enabling proactive 

maintenance, fuel savings, and improved overall fleet performance. With its robust design and cutting-

edge technology, it has become an indispensable tool for modern naval engineering.

The Datum Naval Torsion Meter is a modular system that is currently supporting both surface and sub-
surface platforms for the UK Navy.  The flexible modular design allows this to be used in a variety of 
shaft-line configurations for any number of propeller shafts and any size shaft diameter.

Tried and Tested
Our naval ship monitoring system assesses and monitors propeller shafts on ships, by measuring torque, 

shaft power, direction of rotation and output shaft power. The Datum Naval Torsion Meter is one of 

the few MIL-SPEC and Def Stan systems in the world.  As the supplier of choice for BAE and Babcock 

supporting the Royal Navy today.  The system has also been used to support a variety of naval platforms 

with the Australian, Indian & Korean navies.

The ship propeller shaft power meters have been through rigorous UK MOD and USA MIL testing 

programmes for the harshest of environments, and are therefore verified in a number of marine 

conditions, including:

•	 MIL-SPEC std. 901-D shock

•	 167-1A 2005 Vibration

•	 Safety Case to JSP430

•	 Shock to Def Stan 08-120

•	 EMC to Def Stan 59-41

•	 Selection of Marine Torsion meters Def Stan 02-606

•	 Magnetic Ranging to 08-123 DS31

•	 IEC 61508 compliant option



U
K 

M
O

D
 ©

 C
ro

w
n 

co
py

rig
ht

 2
02

4

We're proud to work with



Alternative Solutions 
As an innovator in the torque sensor marketplace for maritime solutions Datum Electronics also offers 

fuel flow analysis and condition based monitoring systems utilising Torsional Vibrational Analysis. For 

any specific requirements, please discuss with the Datum Electronics Sales Team for how we can help to 

solve your requirements.

Scan the 
QR to code  
learn more

https://datum-electronics.com/product/naval-shaft-power-meter-systems/


'Typical' Dimensions
We can design to specific requirements and can design and manufacture a solution 

to suit any shaft size.

Block Diagram & Wiring Schematic
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Type 106100-530mm 
SHAFT UNIT ASSEMBLY

IP64
***20.2kg

TYPE 106200 SHAFT
CONTROLLER/DISPLAY UNIT

IP64
2.8kg

CONTROL UNIT TO SHAFT
UNIT LINK - 20m

G1

G2 G3 C1G4 C2 C3

C4

INPUT POWER
SUPPLY

24VDC +20%/-10%
CABLE SUPPLIED

 BY OTHERS

SERIAL NMEA DATA OUTPUT
TO VESSELS PMS

CABLE SUPPLIED BY OTHERS
MAX LENGTH 1500M

4-20mA SPEED OUTPUT 
4mA = 1 RPM, 20mA = 120 RPM

(CABLE SUPPLIED BY OTHERS
MAX LENGTH 1500m )

4-20mA TORQUE OUTPUT
4mA = 0Nm, 20mA = MAX TORQUE
(CABLE SUPPLIED BY OTHERS

MAX LENGTH 1500m )

CONNECTORS AND GLANDS

NO. DESCRIPTION
G1   EMSKE 20
G2   EMSKE 20
G3   EMSKE 20
G4   EMSKE 20

C1   62GB-12E08-33SN
C2   62GB-12E08-33SN
C3   62GB-12E08-33SN
C4   62GB-56T08-33PN
C5   62GB-56T08-33PN
C6   62GB-56T08-33PN

EARTH 
CONNECTION

4X CLEARANCE 
HOLES TO SUIT M10

*MP

*MP

*MP

C5 C6

0-10V DIRECTION OUTPUT
0-100mV = AHEAD, 4.8-10.2V = ASTERN

(CABLE SUPPLIED BY OTHERS
MAX LENGTH 1500m )
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2 x M12x1.5 - 6H
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* MP = MOUNTING POINT
** DRAWING SHOWS GENERAL DIMENSIONS FOR Ø530 SHAFT UNIT - FOR 
OTHER ARRANGEMENTS MARKED DIMENSIONS WILL BE EQUAL TO SHAFT Ø + 180mm
*** WEIGHT REPRESENTATIVE OF Ø530 SHAFT UNIT
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Instrumentation Accuracy Shaft Torque 0.1%

Shaft RPM 1 RPM (measured at 10 pulses per rev)

Shaft Power 0.1%

System Accuracy Shaft Torque 0.1% + Ke

Shaft RPM 1 RPM

Shaft Power 0.1% + Ke

Ke Total error in shaft modulus constant and shaft diameter measurement

System Repeatability Shaft Torque 0.05%

Shaft RPM 1 RPM

Shaft Power 0.05%

Data Output and Display Power, Torque
and Speed Display

The display presents average values of torque, speed and power. The time 
period of the average values can be configured in the software provided 
and can vary from 0.1 second to 24hrs.

Total Energy The total energy is displayed in kWh from the Reset date, to today. 
Previous totals between resets can be accessed through the menu.

Average Power Average Power for a period between resets is displayed in MW.

Power Measurement
Data Output

Average values of Shaft Power, Torque and Speed are transmitted 5 times 
per second.

Environmental Operating Temperature -15ºC to +55ºC

Storage Temperature -25ºC to +70ºC

Temperature Effect on Readings 0.01% per degree centigrade

Instrument Stability / Time Drift Less than 0.1% per annum

Environment Sealing Shaft Unit 106XXX IP65

Stator Electronics Unit IP65

Bulkhead Control Unit IP54

Panel Mounted Display Unit IP54

Rotor Stator Air Gap Radial 5 - 10mm, lateral +/-8mm

Supply Voltage 110-230Vac, AC, or DC12-24V

Technical Specifications



Additional Environmental Testing

TEST IEC60945:2002 inc Corr 2008  
and IACS E10: 2018

Conducted LF 
Immunity IACS E10:2018

Conducted RF 
Immunity EN 61000-4-6: 2014 

Radiated RF Immunity EN 61000-4-3:2006 + Al: 2008 + A2: 
2010 

Fast Burst Transients EN 61000-4-4: 2012 

Surge Immunity EN 61000-4-5: 2014 + Al: 2017 

Electrostatic Discharge EN 61000-4-2: 2009 

Radiated Emissions EN 55016-2-3: 2017 + A1: 2019 

Conducted Emissions EN 55016-2-1: 2014 + Al: 2017 

Performance Test IACS E10: 2018 

Dry Heat EN 60068-2-2: 2007 

Low Temperature EN 60068-2-1: 2007 

Low Temperature 
(start-up) EN 60068-2-1: 2007 

Humidity Test 1 - 
Cyclic EN 60068-2-30: 2005 

TEST IEC60945:2002 inc Corr 2008  
and IACS E10: 2018

High Voltage EN 60092-504: 2001 

Vibration EN 60068-2-6: 2008 

Power Supply Variation EN 60092-504: 2016 

Power Supply Failure EN 60092-504: 2016 

Insulation Resistance IACS E10: 2018 

Acoustic Noise Section 8 Table 2.3 IEC 60945: 2002 

Compass Safe 
Distance Section 8 Table 2.3 IEC 60945: 2002 

Static Inclination EN 60092-504: 2016 

Dynamic Inclination EN 60092-504: 2016 
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Contact Us
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Rev. B

datum-electronics.com
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https://datum-electronics.com/contact/
https://datum-electronics.com/

